CBK Range = Standard Gear Pumps
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Part No Displacment Pressure (Mpa) Speed (RPM) L
(ml/r) P1 P2 P3 Rated Max
0.63 200 250 280 2000 4000 84.5
0.89 200 250 280 2000 4000 85.5
1.66 200 250 280 2000 4000 87
2.17 200 250 280 2000 4000 90.5
2.8 200 250 280 2000 4000 93
3.32 200 250 280 2000 4000 95
4.3 180 230 260 2000 3600 99
5.1 140 180 260 1500 3000 102
8.08 100 140 180 1500 3000 113.5
CBKQ Range / Helical Gear Pumps
Part No  Displacment  Pressure (bar) Speed (RPM) L
(ml/r) P1 P2 Rated Max
1.6 280 300 2000 6000 83.7
2.1 280 300 2000 6000 86
2.5 280 300 2000 6000 88.1
2.7 280 300 2000 5500 89.2
3.2 280 300 2000 4500 914
3.7 270 300 2000 4000 94.5
4.2 270 300 2000 3500 96.2
5 270 300 1500 3000 100

Helical gear pumps offer two main advantages over a traditional straight cut gear
pumps. The first is a significant reduction in noise levels and the second a
smoother delivery of flow the through the system so increasing the component

life span.
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