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BMS Hydraulic

Motor Main Specification
[Type BMS80 | BMS100 | BMS125 | BMS160 | BMS200 | BMS250 | BMS315| BMS375
Geometric
Displacement (cm/rev) 80.6 1008 125 157.2 200 262 3145 370
Rated | 675 540 432 337 270 216 171 145
m{n?pm Cont. | 800 748 600 470 375 300 240 200
Int. 988 900 720 560 450 360 280 240
Rated | 175 220 273 316 340 450 560 536
Max Torgue Cont. | 190 240 310 316 400 450 560 536
(Nm) Int. 240 300 370 430 466 540 658 645
Peak 260 320 400 472 650 690 740 751
Rated 124 124 124 1172 96 10.2 10 86
mﬁ)o”tp”t Cont. | 159 18.8 195 156 157 141 141 18
Int. 20.1 235 23.2 21.2 18.3 17.0 18.9 17
Cont. | 140 140 140 140 140 140 140 140
Max Pressure* e
With Drain Line [0t 175 175 175 175 175 175 175 175
Peak | 210 210 210 210 210 210 210 210
Max Flow Cont. | 65 75 75 75 75 75 75 75
(I#min) Int. 80 90 90 90 90 90 90 90
Max Inlet Rated | 21 21 21 2 21 21 21 21
Pressure Cont. | 25 25 25 25 25 25 25 25
(MPa) Int. 30 30 30 30 30 30 30 30
Weight (kg) 9.8 10 10.3 10.7 11.1 116 12.3 126

* Max. Return Pressure With Drain Line (bar)

*Max Inlet Pressure : 210 bar

» Rated speed and rated torque: Output value of speed and torque under rated flow
and rated pressure.

*» Continuous pressure: Max. value of operating motor continuously.

* Intermittent pressure: Max. value of operating motor in 6 seconds per minute.

» Peak pressure: Max. value of operating motor in 0.6 seconds per minute.
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