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Main Specification

BMM series small displacement motors are compact in design, enabling a high torque to weight

ratio.

Characteristic Features:
*Advanced manufacturing for the Gerotor gear set, provides small volume, high efficiency and

long life.

*High pressure shaft seals allow the motor to be used in series or in parallel.

*Advanced construction design, high power and low weight.

Type BMMS | BMM12 | BMM20 | BMM32 | BMM40 | BMM50
giesgﬂggﬁent (cmirev) i 12.9 19.9 31.6 398 50.3
Max Speed Rated | 1537 1256 814 513 452 358
(rpm) Cont. | 1950 1550 1000 630 500 400
Int. 2450 1940 1250 800 630 500
Rated | 8 13 19 31 37 33
Max Torque Cont. 11 16 25 40 45 46
(Nm) Int. 15 23 35 57 70 88
Peak 21 59 51 64 82 100
Rated | 1.3 1.7 1.7 1.7 1.7 12
m‘,f”tp“t Cont. | 18 24 5 4 24 22 18
Int. 26 32 B 3.2 <) 3.2
Max P " Cont. 140 140 140 140 140 140
Nﬁ’r‘] Dr;?r?l’_";e Int. 175 175 175 175 175 175
Peak 225 225 225 225 225 225
14 18 18 18 20 20
Max Flow Cont. 16 20 20 20 20 20
(//min) Int. 20 25 25 25 25 25
Weight (kg) 19 2 2.1 2.2 23 24
Type Max. Inlet Pressure | Max. Return Pressure
Rated | 14 14
BMM 8- 50 (MPa) [cont. | 175 173
Int. 22.5 223

*Max Inlet Pressure : 140 bar
*Rated speed and rated torque: Output value of speed and torque under rated flow
and rated pressure.

*Continuous pressure: Max value of operating motor continuously.

*Intermittent pressure: Max value of operating motor in 6 seconds per minute.
*Peak pressure: Max value of operating motor 0.6 seconds per minute.




