STANDARD CYLINDERS

DOUBLE ACTING
705 Series / 80 Bore 40 Rod
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Part No 705/1 705/2 705/3 705/4 705/5 705/6 705/7 705/8 705/9 705/10

z 100 200 300 400 500 600 700 800 900 1000

X 310 410 510 610 710 810 910 1010 1110 1210
Weight (Kg) 12.3 14.1 16.3 18.4 20.3 225 247 26.9 29.1 31.3
Vol (Itr) 0.50 1.10 1.60 210 2.60 3.10 3.60 4.02 4.52 5.02

Upward Thrust

Technical Data 10,0 -
-Max Working Pressure: 200 bar /__/_/--/
-Proof Pressure: 300 bar BT T T i =T
-Maximum Speed: 0.5 m/s £ oo | [ L
-Temperature: -30°C to 90°C ° |t
-Hydraulic Mineral Oil 40 /_,,/""
Identification v = | |
-On The Tube: Reference + CH + Week/Year 50 100 150 200
Of Manufacture Pressure (Bar)
Testing
-100% Tested By Pneumatic Pressure Drop Tractive Effort
Detection System so
Protection s | | _ ] | | 4=
-Black Prime Finish o . |1
For Further Details Please Refer To @ s0 | e T
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