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Heavy Duty Agricultural Cylinders

Double Acting

ARI2515 Series

2.5” Bore 1.5” Rod

66 , 27/8"0/D x 21/2" I/D TUBE
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Features Part Number Stroke Closed Weight
« Steel glands nitride hardened for Inchl mm_{ Inch | mm | Kg
durability ARI2515004D1| 4 | 101.6 | 16.25| 412.6 | 10.6
. . _ [ARI2515006D1] 6 | 152.4 | 18.25| 463.4 | 11.4
» 4 port options for ease of installation FARP515008D1| 8 | 203.2 | 20.25| 514.2 | 12.3
« High performance seals ARI2515010D1| 10 | 254 |22.25| 565 | 13.2
« Patented 1 piece piston with ARI2515012D1| 12 | 304.8 | 24.25| 615.8 | 14
internal locking system ARI2515014D1| 14 | 355.6 | 26.25| 666.6 | 14.9
ARI2515016D1| 16 | 406.4 | 28.25| 717.4 | 15.7
Tachnical Data ARBs1s0z0D1[ 20 505 [3225] 616 [ 174
'gﬂggowqu'ng pressure 250bar ARI2515024D1] 24 | 609.2 | 36.25| 920.6 | 19.2
(3000psi) . . ARI2515030D1] 30 | 762 |[42.25| 1073 | 205
» Temperature range -40°F - +230°F  [ARI2515036D1] 36 | 914.4 | 48.25 | 1225.4 | 24.3
» Max speed 1m/s or 3ft/sec ARI2515042D1| 42 | 1066.8 | 54.25 [ 1377.8| 25.2
«» Suitable for hydraulic mineral oil ARI2515048D1| 48 | 1219.2| 60.25[ 1530.4| 26
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Designed and manufactured in the UK
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